








Lightstream

Waterside system
Lightstream Freecool chiller equipped with premium quality, high-performance waterside 
components, enabling it to cover every application scenario

MOTORIZED 3-WAY
MIXING VALVE

Actuated 3-way mixing valve controls 
the supply water temperature at the 
reduced fan speed conditions.
2-way regulating valves are available 
as an option.

INVERTER-DRIVEN
PUMPS

Compact, �exible and reliable inline 
pumps with integrated frequency 
converters help to maintain the exact 
volumetric water �ow while keeping 
the energy consumption at an 
optimum level.
Electro-coated cast iron pump body 
provides high corrosion resistance 
and ensures long lifespan.

BUTTERFLY
SHUT-OFF VALVES

Lightstream Freecool chillers feature 
butter�y shut-o� valves with 
spherically machined valve discs and 
the matching moulded liner ensure 
perfectly tight shuto�, even if the 
valve is actuated frequently.

FLOODED
EVAPORATOR

The �ooded evaporator provides 
optimum system e�ciency at both 
full and partial load operation. The 
tubes in �ooded evaporator are 
immersed in liquid refrigerant and 
enable a smaller approach 
temperature between the refrigerant 
temperature in its shell and chilled 
water temperature in the tubes to be 
achieved. As a result, the compressors 
operate at higher evaporation 
temperature and generate more 
cooling with the same power input.
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Lightstream Freecool

We use a piping system with grooved couplings because of its rigidity, �exibility, noise and vibration attenuation, and ease of 
installation and maintenance. The groove is made by cold forming or machining a groove into the end of a pipe. A gasket 
encompassed by the coupling housing is wrapped around the two grooved pipe ends, and the key sections of the coupling housing 
engage the grooves. The bolts and nuts are tightened with a socket wrench or impact wrench.

Grooved connections

■ Standard feature
□ Optional feature

Description 

General

RoboClean™ automatic coil cleaning system □ 

ClimatePro�le™ □ 

Soundproof compressor compartment ■ 

Low noise design (grades 1 to 3) □ 

Waterside  

Free cooling system ■ 

Strainer 20 mesh ■ 

Strainer 60 mesh □ 

Manual balancing valve □ 

E-coated condenser coils □ 

E-coated free cooling coils □ 

Bypass □ 

External pump control □ 

Refrigerant side  

Oil cooling system □ 

Oil pumping system □ 

Electronic expansion valves ■ 

Pressure indication on high/low sides ■ 

Safety valves on high/low sides ■ 

Service valves (compressor suction/discharge) ■ 

Airside  

EC fans ■ 

Touch screen HMI ■ 

Electric panel heater □ 

Compressor compartment ventilation ■ 

Energy monitoring □ 

Electric and controls  

Anti-vibration mounts □ 

Anti-vibration springs □ 

High-ambient kit □ 

Low-ambient kit □ 

1x 3-way mixing valve ■ 

2x 2-way regulating valve □ 

Manual shut-o� butter�y valves ■ 

Motorized shut-o� butter�y valves □ 

Corrosion-resistant frame □ 

High-sided paneling □ 

Automatic air vents ■ 

Flowmeter □ 

Condenser bypass □ 

Evaporator immersion heater ■ 

Flooded shell-and-tube evaporator (2-pass) ■ 

Gas and liquid shut-o� valves ■ 

Liquid level control valve ■ 

Gas and liquid pressure transducers ■ 

High-e�cient fan di�users □ 

Dual power supply w/ ATS □ 

BMS connectivity ■ 

SNMP connectivity ■ 

GSM connectivity □ 

Mesh guards for coils □ 

Weatherproof hood □ 

R134a refrigerant ■ 

R513a refrigerant □ 

Flanged water connections □ 

Grooved water connections ■ 

Temperature transducers/gauges □ 

Pressure transducers ■ 

Di�erential pressure transducer ■ 

Pressure gauges □ 

Economizer □ 

Gas leakage detection ■ 

Discharge non-return valves ■ 

Motorized suction ball valves ■ 

Di�erential pressure transducers ■ 

Sequence management □ 

Compressor operation indication ■ 

Remote monitoring software ■ 

Controller power backup ■ 

R1234ze refrigerant □ 

Enlarged liquid receivers □ 

Compressor back�ow prevention valves ■ 

Thermal insulation ■ 

Pump 1x �xed-speed, 2-pole motor, low head □ 

Pump 1x �xed-speed, 2-pole motor, high head □ 

Pump 2x �xed-speed, 2-pole motor, low head □ 

Pump 2x �xed-speed, 2-pole motor, high head □ 

Pump 2x �xed-speed, 4-pole motor, low head □ 

Pump 2x �xed-speed, 4-pole motor, high head □ 

Pump 1x variable-speed, 2-pole motor, low head □ 

Pump 1x variable-speed, 2-pole motor, high head □ 

Pump 2x variable-speed, 2-pole motor, low head □ 

Pump 2x variable-speed, 2-pole motor, high head □ 

Pump 2x variable-speed, 4-pole motor, low head □ 

Pump 2x variable-speed, 4-pole motor, high head □ 

Automatic circuit breakers on loads ■ 

Phase sequence control ■ 

Quick restart □ 

Electric heater for pump(s) □ 

Electrical panel lighting w/ 230V socket ■ 

Electrical panel heater □ 

Package, options and accessories

Lightstream Freecool chillers are equipped with sophisticated capacity control based on a combination 
of chiller hardware and software that extends the chiller operating range for both ambient and plant 
water temperatures and improves chiller performance.

With the optional kits specially engineered for high- and low-ambient temperature operations, 
Lightstream Freecool chiller is suitable for running in climate conditions from -20°C to 50°C, while plant 
water temperatures may vary from 0°C to 18°C. Moreover, a condenser bypass option is suitable for 
chiller operation in extreme cold environments (to -30°C).

Extended operating range

Supply water temperature (°C)

Am
bi

en
t t

em
pe

ra
tu

re
 (°

C)

Lightstream Freecool operating limits
High-ambient kit recommended
Low-ambient kit required
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Technical specifications - R134a

(1) Fluid: water 100%; Fluid inlet/outlet temperatures: 18/13°C; Ambient temperature: 35°C

Lightstream Freecool Screw Inverter V600 V700 V800 V900 V1000 V1200
 F2/2-125 F3/2-125 F3/2-160 F4/2-160 F4/2-200 F5/2-200
Frame size F1 F2 F2 F3 F3 F4

Cooling capacity1 kW 580 690 608 724 738 902 758 932 924 1126 944 1152

100% free cooling temp °C 4.7 2.8 7.8 6.5 6.3 4.4 8.3 6.8 6.8 5.0 8.3 6.8

Energy e�ciency (EER) kW/kW 3.71 3.51 3.89 3.75 3.69 3.58 3.73 3.70 3.64 3.50 3.67 3.56

Power input kW 156.4 196.4 156.5 193.1 200.3 251.7 203.3 251.7 253.7 321.9 256.9 323.5

Absorbed current A 261 322 261 317 328 406 332 406 409 512 414 515

Minimum capacity % 17.5 15.0 17.5 15.0 15.0 10.0 15.0 10.0 10.0 10.0 10.0 10.0

Compressor frequency  80% 100% 80% 100% 80% 100% 80% 100% 80% 100% 80% 100%

Operating weight kg 7240 7240 9380 9380 9630 9630 9820 9820 10460 10460 14840 14840

Compressors Inverter-driven screw compressors

Quantity  2 2 2 2 2 2 2 2 2 2 2 2

Power input kW 134.0 174.0 122.8 159.4 166.6 218.0 158.4 206.8 208.8 277.0 200.8 267.4

Absorbed current A 227 288 210 266 276 354 264 337 340 444 328 430

Fans EC-motor axial fans

Quantity  8 8 12 12 12 12 16 16 16 16 20 20

Air�ow m³/h 224000 224000 336000 336000 336000 336000 448000 448000 448000 448000 560000 560000

Evaporator Flooded shell-and-tube

Water �ow m³/h 100.2 119.2 105.0 125.1 127.5 155.8 130.9 161.0 159.6 194.5 163.1 199.0

Pressure drop kPa 43 48 42 52 45 56 47 58 43 50 44 53

Power input kW 22.4 22.4 33.7 33.7 33.7 33.7 44.9 44.9 44.9 44.9 56.1 56.1

Absorbed current A 34 34 51 51 51 51 68 68 68 68 85 85

Refrigeration circuits R134a

Quantity  2 2 2 2 2 2 2 2 2 2 2 2
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Lightstream Freecool

Technical specifications - R513a

(1) Fluid: water 100%; Fluid inlet/outlet temperatures: 18/13°C; Ambient temperature: 35°C

Lightstream Freecool Screw Inverter V600 V700 V800 V900 V1000 V1200
 F2/2-125 F3/2-125 F3/2-160 F4/2-160 F4/2-200 F5/2-200
Frame size F1 F2 F2 F3 F3 F4

Cooling capacity1 kW 590 704 624 744 756 916 782 954 944 1138 970 1172

100% free cooling temp °C 4.6 2.6 7.6 6.2 6.1 4.2 8.1 6.5 6.7 4.9 8.1 6.7

Energy e�ciency (EER) kW/kW 3.67 3.51 3.88 3.75 3.66 3.54 3.73 3.68 3.62 3.50 3.68 3.58

Power input kW 160.6 200.4 160.7 198.7 206.7 258.9 209.5 259.1 260.5 325.5 263.9 327.5

Absorbed current A 268 328 267 325 337 417 342 417 419 518 414 521

Minimum capacity % 17.5 15.0 15.0 15.0 15.0 10.0 15.0 10.0 10.0 10.0 10.0 10.0

Compressor frequency  80% 100% 80% 100% 80% 100% 80% 100% 80% 100% 80% 100%

Operating weight kg 7260 7260 9430 9430 9680 9680 10020 10020 10570 10570 15030 15030

Compressors Inverter-driven screw compressors

Quantity  2 2 2 2 2 2 2 2 2 2 2 2

Power input kW 138.2 178.0 127.0 165.0 173.0 225.2 164.6 214.2 215.6 280.6 207.8 271.4

Absorbed current A 233 294 216 274 286 365 273 349 351 450 328 436

Fans EC-motor axial fans

Quantity  8 8 12 12 12 12 16 16 16 16 20 20

Air�ow m³/h 224000 224000 336000 336000 336000 336000 448000 448000 448000 448000 560000 560000

Evaporator Flooded shell-and-tube

Water �ow m³/h 101.9 121.6 107.8 128.5 130.6 158.2 135.1 164.8 163.1 196.6 167.6 202.5

Pressure drop kPa 43 48 42 52 45 56 47 58 43 50 44 53

Power input kW 22.4 22.4 33.7 33.7 33.7 33.7 44.9 44.9 44.9 44.9 56.1 56.1

Absorbed current A 34 34 51 51 51 51 68 68 68 68 85 85

Refrigeration circuits R513a

Quantity  2 2 2 2 2 2 2 2 2 2 2 2



Technical specifications - R1234ze

(1) Fluid: water 100%; Fluid inlet/outlet temperatures: 18/13°C; Ambient temperature: 35°C

Lightstream Freecool Screw Inverter V600 V700 V800 V900 V1000 V1200
 F2/2-125 F3/2-125 F3/2-160 F4/2-160 F4/2-200 F5/2-200
Frame size F1 F2 F2 F3 F3 F4

Cooling capacity1 kW 462 550 478 582 586 710 594 730 722 874 732 888

100% free cooling temp °C 6.8 5.3 9.3 8.1 8.1 6.6 9.7 8.5 8.6 7.3 9.7 8.7

Energy e�ciency (EER) kW/kW 4.01 3.82 3.99 4.10 3.94 3.84 3.81 3.86 3.79 3.72 3.71 3.69

Power input kW 115.2 143.8 119.9 142.1 148.7 184.9 155.9 188.9 190.7 235.1 197.1 240.9

Absorbed current A 198 242 205 239 249 304 260 310 313 381 323 390

Minimum capacity % 22.5 20.0 22.5 17.5 17.5 15.0 17.5 15.0 15.0 12.5 15.0 12.5

Compressor frequency  80% 100% 80% 100% 80% 100% 80% 100% 80% 100% 80% 100%

Operating weight kg 7320 7320 9490 9490 9750 9750 9930 9930 10570 10570 14950 14950

Compressors Inverter-driven screw compressors

Quantity  2 2 2 2 2 2 2 2 2 2 2 2

Power input kW 92.8 121.4 86.2 108.4 115.0 151.2 111.0 144.0 145.8 190.2 141.0 184.8

Absorbed current A 164 208 154 188 198 253 192 242 245 312 238 304

Fans EC-motor axial fans

Quantity  8 8 12 12 12 12 16 16 16 16 20 20

Air�ow m³/h 224000 224000 336000 336000 336000 336000 448000 448000 448000 448000 560000 560000

Evaporator Flooded shell-and-tube

Water �ow m³/h 79.8 95.0 82.6 100.5 101.2 122.6 102.6 126.1 124.7 151.0 126.4 153.4

Pressure drop kPa 43 48 42 52 45 56 47 58 43 50 44 53

Power input kW 22.4 22.4 33.7 33.7 33.7 33.7 44.9 44.9 44.9 44.9 56.1 56.1

Absorbed current A 34 34 51 51 51 51 68 68 68 68 85 85

Refrigeration circuits R1234ze

Quantity  2 2 2 2 2 2 2 2 2 2 2 2

Model identification and frame sizes

Type of compressors Variable-speed compact screwV

Nominal cooling capacity kW

Type of evaporator Flooded-typeF

Condenser size Number of  W-banks

Free cooling system FC

Model speci�c info

Number of refrigeration circuits

Noise level

NormalN

LowL

Ultra-lowU

Refrigerant type

Lightstream Freecool Screw Inverter V 600 F 2 / 2 - FC - 125 - N - R1234ze

Compressors model

ASHRAE number

The development of Kaltra products and services is continuous and the information in this document may 
not be up to date. Please check the current position with Kaltra.
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Lightstream Freecool

1 - for units without fan di�users

Frame size Length Width Height

F1 6115 2170 2500

F2 8265 2170 2500

F3 10415 2170 2500

F4 12565 2170 2500

 mm mm mm


