Microchannel Heat Exchanger: 38AP400948-0EM

Product Specification

Application/Purpose CARRIER 38AP400948 CONDENSER COIL
Refrigerant(s) HIGH-PRESSURE
2070525 Tube Orientation HORIZONTAL
© - 2040.5+5 _ Weight kg
=z \
° %gs\q’ Internal Volume dm? 4.40
i o ‘ W Multi-port Tubes
2135 — i Quantity 127
Width mm 25.4
INLET Height mm 1.3
D 322.25
. Ports/Tube 26
o Material HA9153(3F03)+2Zn-H112 (S)LLA ZAS
a ; [EDJ/” ; Refrigerant Manifolds
N 652
< INLET Diameter mm 30.0
5 = . ID 622240 Wall Thickness mm 25
i Material AA4045/AA3005
1 |78 Airside Fins
) P 62 Type LOUVERED
E = OUTLET Width mm 25.4
8 ¢T57J—’2 ID 015.88+007 Fin Density FPI 21.0
S Thickness mm 0.08
E Cif} Material AA4343/FA7971/4343-H14SR
HD}@ Refrigerant Inlet Connection(s)
Quantity 2
Type COPPER w/ SHRINK SLEEVE
=}k\\) O Outer Diameter mm 22.20
\ - Refrigerant Outlet Connection(s)
2 <
” Quantity 1
Type COPPER w/ SHRINK SLEEVE
Outer Diameter mm 15.88
Flow Arrangement 2-PASS (TUBES: 94/33)
AIRSIDE FINS L25.4-8.1/0.08-21.0 MULTI-PORT EXTRUSION TUBE 25.4/1.3-26-HP UNSPECIFIED LINEAR DIMENSION TOLERANCE o Rai b 15
LOUVERED-TYPE SECTIONAL VIEW IS0 2768-1 GRADE C (GB/T 1804 CLASS C) ressUre Raing l
a1 10:1 Burst Pressure MPa 13.5
SWAAT Hours w/o Leakages hrs 3000+
= BASIC SIZE _ _
2.4 e - 25.40 < g (MM) Nitrogen Sealing MPa 0.05-0.10
FPI=21.0 ‘ ‘ ® FLOW SECTION: 11.61mm2 s S TOLERANCE
NN o, 0.300 CLASS | 0§ | 30 ) B0 ) 30 ) 120 ) 400 | 1000 Protective Coating/Treatment UNCOATED/E-COATED
\f 3.0 6.0 30 120 400 1000 2000
7 fesseneiias
Qj W s W 2 m 01 | =01 | %02 | =03 | =05 | =08 | =20 c € EE
0.570 0.640 c +0.2 +0.3 +0.5 +0.8 +1.2 +2.0 +4.0
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